
TRAINOL DATA SHEET

Angus Trainol is a specially formulated mixture of synthetic materials which produces a high
quality foaming agent for use with Liquefied Petroleum Gas fire training simulators.

LPG training simulators are becoming increasingly popular as fire professionals struggle to
balance regulations governing air pollution and other environmental considerations, with the
need to ensure personnel achieve an acceptable level of preparedness to enable them to 
respond effectively in the event of a real fire incident.

Angus Trainol meets these exacting requirements.  Designed for proportioning at between 1%
and 3% depending on the foam generating equipment used, Trainol exhibits the key
performance of an AFFF fire fighting foam concentrate, but with minimal environmental
impact.

This low proportioning rate guarantees the most cost-effective solution for effective Class B
fire training programs.  Also, when equipment permits, reduction in the proportioning rate
below 3%, a corresponding directly-relational improvement in environmental impact is
achieved 

WARNING

TRAINOL IS DESIGNED FOR USE EXCLUSIVELY AS A TRAINING FOAM.
UNDER NO CIRCUMSTANCES MUST TRAINOL BE USED TO FIGHT CLASS B
FLAMMABLE LIQUID FIRES.

Designed for use through conventional Class B eductors and other proportioning systems,
Angus Trainol is ideal for any comprehensive program where personnel are being trained in 
the correct use of foam equipment.  The realistic and effective programs cover the complete
environmental impact and cost of Trainol permits multiple evolutions.

Angus Trainol has excellent Class A capabilities.



SHIPPING SPECIFICATION

Container  5 gal pail 55 gal drum
   20 litres 200 litres

Dimensions (in) 14.5 x 11.5 36 x 25

Weight (lb)      46     508

Bulk tanker shipments up to 5,000 gallons (19,000 litres) can be made subject to local vehicle weight
restrictions.  Re-useable large capacity container systems are also available.

Proportioning Rate 1% - 3% (depending on equipment and method of
application)

Specific Gravity 1.03
PH 7
Freeze Point 5° F
Viscosity of 105° F 11 cs
Viscosity of 68° F 20 cs
Viscosity of 32° F 65 cs
Viscosity of 23° F 80 cs
Water Type Designed for use with sea/fresh/or brackish water
Freeze and Thaw No effect on properties
Pre-Mixable Yes
Storage Temp - Minimum -50° F
Storage Temp - Maximum +122° F
Flash Point (Pensky Martens closed
cup)

>240° F

Angus Fire operates a continuous program of product development.  The right is therefore reserved to
modify any specification without prior notice and Angus should be contacted to ensure that the current
issue of all technical data sheets is used.
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